
12070 Burke Street, Santa Fe Springs, CA 90670
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For new and innovative products, visit www.phillipsind.com

Promo valid January 1 through February 29, 2020

30-1157

30-1177

12', ABS with M7 plugs, black rubber air lines

15', ABS with M7 plugs, black rubber air lines

$135.42

$142.88

$59.95

$54.28

$30.10

$30.10

$12.15

$26.80

$2.67

$2.67

M7 - 3-IN-1 Electrical & Air Assemblies

WINTER SPECIAL!

30-4627

30-2077

15’, coiled, with molded plugs

15', straight, with molded plugs

Coiled & Straight M7

12-006

12-008

Service, blue, 1/2" female pipe thread

Emergency, red, 1/2" female pipe thread

� Wrap-around connector plate provides additional strength
� Powder-coated connector plate for corrosion resistance
� Zinc-coated detent plates
� For use on air coil, tractor and trailer
� E-coated screws for corrosion protection
� Meets SAE J318 specifications

� Spiral wrapped for a clean organized look
� Outstanding kink and abrasion resistance
� Unbreakable and corrosion resistant
� Completely molded to the cable to prevent water intrusion at the back of the plug

� Outstanding kink and abrasion resistance
� Unbreakable and corrosion resistant
� Completely molded to the cable to prevent water intrusion at the back of the plug

Gladhands Straight Mount

17-3000

17-3001

X-TEND™ tracker bar extension, for tracker bars with a 3/4” diameter

X-TEND™ tracker bar extension, for tracker bars with a 1” diameter

� Extends the tracker spring kit and cables out an additional 8 inches from the tracker bar
� Prevents spiral wrapped assemblies from banging up against the back of the cab and causing damage
� Avoid costs to repair damage at the back of the cab and increase the tractor’s resale value
� Easy to Install. Snaps on. No hardware!

X-TEND™ Tracker Bar Extension

17-180

17-148117-180

17-1481

30-4627

30-2077

QWIK-CLAMP™ with insert

Kit 20.5” extra heavy duty spring, with QWIK-CLAMP™

� Multi-functionality
� Quick and easy installation
� Secure, robust and corrosion resistant

QWIK-CLAMP™


